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1
HEAT-SHRINKING FACILITY COMPRISING
A HEATING ENCLOSURE PROVIDED WITH
A BASE AND A HOOD

FIELD OF THE INVENTION

The invention relates to a facility for heat-shrinking
sleeves made of a heat-shrinkable material inserted onto
supports such as containers.

BACKGROUND OF THE INVENTION

In the field of heat-shrinking, facilities are known for
heat-shrinking sleeves made of heat-shrinkable material
inserted onto supports such as containers, comprising an
enclosure provided with a heat-diffusion means inside the
enclosure and a conveyor for carrying the supports through
the enclosure between an intake of the enclosure and an
output of the enclosure.

As the support is carried through the enclosure, by expo-
sure to the heat induced by the heat-diffusion means, the
sleeve softens and then shrinks onto the support.

The heat-diffusion means includes, for example, an elec-
tric heating means such as infrared elements attached to side
walls of the enclosure, which extend on either side of the
conveyor, the infrared elements being connected to a source
of electric current.

The heat-diffusion means can also include a means for
heating by steam which includes steam diffusers attached to
the side walls of the enclosure, the steam diffusers being
connected to a steam-intake opening arranged in the enclo-
sure.

However, such facilities are known to consume massive
amounts of power in order to obtain the heating required
inside the enclosure.

SUMMARY OF THE INVENTION

One aim of the invention is to propose a heat-shrinking
facility that makes it possible to reduce the power consumed
by the facility.

With a view to achieving this aim, the invention proposes
a facility for heat-shrinking sleeves made of heat-shrinkable
material inserted onto supports, such as containers, com-
prising an enclosure provided with a heat-diffusion means
and at least one conveyor for carrying the supports through
the enclosure between an intake of the enclosure and an
output of the enclosure, the enclosure including a base and
a hood which is mounted mobile between an open position
allowing access to the conveyor and an operational position
in which said hood is sealingly mounted on the base, the
hood comprising two openings through which the conveyor
extends when the hood is in operational position.

According to the invention, the hood comprises an inner
partition mounted mobile between a retracted position and a
service position in which the partition defines with the side
walls of the hood and the base a main chamber of the
enclosure subjected to the action of the heat-diffusion means
when the hood is in operational position.

Thus, thanks to the partition, it is no longer necessary to
heat all the inside space of the hood, only the space of the
main chamber, which makes it possible to reduce the power
consumed by the facility.

By adjusting the service position of the partition, it is
therefore possible to adapt the volume of the main chamber
according to the type of support and/or sleeve carried.
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According to a specific aspect of the invention, the service
position of the partition is defined by the abutment of the
partition against the heat-diffusion means.

According to a specific embodiment, the facility com-
prises a means for moving the hood between the operational
position and the open position, which directly engages with
the partition such that when the partition is moved from the
service position into the retracted position, the partition
abuts against the hood and drives the hood from the opera-
tional position to the open position.

According to a specific aspect of the invention, the
heat-diffusion means is a means for heating by water steam.

According to a specific embodiment, the partition is
provided with at least one adjustable-opening valve for
sucking the gases in the main chamber through the partition.

According to a specific aspect of the invention, the
partition comprises a steam seal extending along the edges
thereof.

According to a specific embodiment, the steam seal is a
guard tilted towards the base when the partition is in the
service position.

According to a specific aspect of the invention, the side
walls of the hood are linked by a top of the hood which has
a rounded shape such that condensation drops forming on
the top of the hood can flow along said side walls towards
the base when the hood is in operational position.

According to a specific embodiment, the partition com-
prises a guard extending along the edges thereof and tilted
towards the base when the partition is in service position and
comprises a dome on a first surface of the partition opposite
that defining the main chamber, the dome having a shape
that complements the top of the hood such that the drops of
condensation formed on the dome can flow towards the
guard.

According to a specific aspect of the invention, the base
comprises at least one gutter extending along the conveyor,
the gutter including at least one opening connected to an
outlet channel.

According to a specific embodiment, the heat-diffusion
means is supported by the base.

According to a specific aspect of the invention, the hood
is mounted translatably mobile between the open position
and the operational position.

According to a specific embodiment, the facility com-
prises a heat-generation means connected to the heat-diffu-
sion means and a frame supporting the base, in which said
heat-generation means is at least partially arranged, the
facility also comprising a means for drying a return arm of
the conveyor by hot air, said drying means being connected
to an air-extraction means in the frame.

According to a specific aspect of the invention, the
heat-diffusion means is a means for heating by water steam,
the enclosure including a main chamber in which a heat-
diffusion means is arranged and two secondary chambers
flanking the main chamber, each provided with a means for
sucking in the gases in the secondary chambers.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will be better understood in the light of the
following description, made in reference to the figures of the
attached drawings, in which:

FIG. 1 is a schematic perspective view of a heat-shrinking
facility according to the invention, with a hood of an
enclosure of the facility depicted in operational position;
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FIG. 2 is a schematic perspective view of a part of the
heat-shrinking facility depicted in FIG. 1, with the side walls
of one side of the heat-shrinking facility not shown;

FIG. 3 is a perspective view of a base of the enclosure of
the heat-shrinking facility depicted in FIG. 1;

FIG. 4 is a perspective view of a heat-diffusion means of
the heat-shrinking facility depicted in FIG. 1;

FIG. 5 is a perspective view of an inner partition of the
hood depicted in FIG. 1;

FIG. 6 is a schematic perspective view of a part of the
heat-shrinking facility depicted in FIG. 1, with the hood
depicted in open position;

FIG. 7 is a perspective view of a heat-generation means
of the heat-shrinking facility depicted in FIG. 1;

FIG. 8 is a perspective view of a heat-generation means
of a heat-shrinking facility according to another embodiment
of the invention.

DETAILED DESCRIPTION OF THE
INVENTION

The facility described herein is intended for heat-shrink-
ing sleeves made of a heat-shrinkable material inserted onto
supports, such as containers. The facility is, for example,
arranged between a facility for cutting and installing sleeves
made of heat-shrinkable material on supports and a support-
filling facility.

In reference to FIGS. 1, 2, 4 and 6, the heat-shrinking
facility according to the invention comprises an enclosure 1
which is provided with a heat-diffusion means, in this case
a means for heating by water steam 100, and a conveyor 2
for carrying the supports through the enclosure 1 between an
intake of the enclosure 1 and an output of the enclosure 1 in
the direction shown by the arrows. The facility also com-
prises a means for generating water steam 200 for supplying
steam to the heating means 100 as shown more clearly in
FIG. 7.

According to a specific embodiment, the facility com-
prises a frame 6 which supports the enclosure 1 and in which
the means for generating water steam 200 is at least partially
arranged. The facility herein also comprises a means for
drying a return arm of the conveyor 2 by hot air, the drying
means being connected to an air-extraction means in the
frame 6.

Indeed, the means for generating water steam 200 con-
siderably heats the inside of the frame 6. Thus, instead of
generating hot air for drying the return arm of the conveyor
2, the hot air is collected directly from the frame 6, thus
reducing the power consumption of the drying means.
Moreover, this makes it possible to evacuate part of the hot
air in the frame 6 and thus to reduce overheating inside the
frame 6.

The means for heating by water steam 100 and the means
for generating water steam 200 will be described in greater
detail below. First of all, a description of the enclosure 1 will
be provided.

The enclosure 1 includes a base 10 and a hood 7 mounted
mobile between an operational position in which the latter is
sealingly mounted on the base 10 as depicted in FIG. 1, and
an open position allowing access to the conveyor 2 as
depicted in FIG. 6. Evidently, the hood 7 herein comprises
two openings 3, 4 through which the conveyor 2 extends
when the hood 7 is in operational position.

Thus, when the hood 7 is in open position, it is consid-
erably easier to service the facility according to the inven-
tion than a facility of the prior art, in which the enclosure is
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a single block. In particular, it is much easier to work on the
means for heating by water steam 100 or the conveyor 2.

According to a specific aspect of the invention, the side
walls of the hood 7 are connected by a top of the hood which
has a rounded shape.

Steam tends to condense on the walls of the hood 7, which
are often cold. The top of the hood 7 is therefore advanta-
geously shaped such that the drops of water from conden-
sation forming on the top of the hood 7 can flow along the
side walls of the hood 7 towards the base 10 when the hood
7 is in operational position. Thus, the drops of water do not
fall into the centre of the enclosure 1 and thus do not pollute
the water steam or the supports during the heat-shrinking
process.

The hood 7 herein is provided with at least one seal (not
shown in the figures) which extends along the edges thereof
opposite the base 10 and which, when the hood is in
operational position, engages with the base 10 by resting
thereon with high enough pressure to ensure a seal of the
enclosure 1.

Here, the facility comprises a means for moving the hood
7 between the retracted position and the open position which
includes a vertical column 5 along which the hood 7 slides
between the open position and the operational position
thereof, as shown by the arrow. The open and operational
positions herein are vertical to the base 10. Evidently, base
is understood to refer to a base 10 which is substantially
perpendicular to the ground on which the facility rests.

Thus, even when the hood 7 is in open position, the
facility has reduced overall dimensions. In particular, the
facility only takes up a very small amount of space on the
ground. It is therefore very easy to move around the enclo-
sure 1, which makes it even easier to service the base 10, the
conveyor 2 or the means for heating by water steam 100. The
movement of the hood 7 from one position to another thus
does not disturb an operator located next to the base 10.

In reference to FIGS. 1, 2, 5 and 6, according to the
invention, the hood 7 comprises an inner partition 12
mounted mobile between a refracted position (as shown in
FIGS. 1, 2, 5 and 6) and a service position in which the
partition 12 defines with the side walls of the hood 7 and the
base 10 a main chamber 11 of the enclosure 1 which is
subjected to the action of the means for heating by water
steam 100 when the hood 7 is in operational position. The
partition 12 thus forms a roof of the main chamber 11.

Thus, thanks to the partition 12, it is no longer necessary
to heat all the inside space of the hood 7, only the space of
the main chamber 11. This makes it possible to reduce the
power consumption of the means for heating by water steam
100 by reducing the space to be heated. Thus, by adjusting
the service position of the partition 12, it is possible to adapt
the volume of the main chamber 11 according to the type of
support and/or sleeve carried.

According to a specific embodiment, the service position
of the partition 12 is defined by the abutment of the partition
12 against the means for heating by water steam 100.

In this way, it is easy to define the service position of the
partition 12 and also to define the space of the main chamber
11.

According to a specific aspect of the invention, the
retracted position of the partition 12 is defined by the
abutment of the partition 12 against the hood 7. Here, the
partition 12 comprises a dome 13 on one surface of the
partition 12 opposite the surface forming the roof of the
main chamber 11. The dome 13 has a shape that comple-
ments the top of the hood 7. Thus, when the partition 12 is
moved from the service position to the retracted position, the
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dome 13 abuts against the top of the hood 7 thus defining the
retracted position of the partition 12.

Here, the movement means engages directly with the
partition 12 in order to lift the latter such that when the
partition 12 is moved from the service position to the
retracted position, the dome 13 of the partition 12 abuts
against the top of the hood 7 and thus drives the hood 7 from
the operational position to the open position. Conversely,
when the movement means lowers the partition 12, the hood
7 descends with the partition 12 until the operational posi-
tion, the partition 12 continuing to descend until the service
position thereof in abutment against the means for heating
by water steam 100.

According to a specific embodiment, the partition 12
comprises three adjustable-opening valves 15a, 1556, 15¢ for
sucking the steam in the main chamber 11 through the
partition 12, which helps regulate the prevailing temperature
in the main chamber 11 and prevents an excessive build-up
of steam in the main chamber 11.

The valves 15a, 15b, 15¢ in this case are arranged at
regular intervals along the partition 12 and are substantially
centred on the partition 12. Thus, the steam is sucked into
the main chamber 11 in a substantially uniform manner,
which reduces the disruption to the atmosphere in the main
chamber 11.

Here, the opening of each valve 15a, 155, 15¢ can be
adjusted independently. According to a specific embodi-
ment, the openings of the valves 15 can be adjusted even
when the hood 7 is in operational position. For this purpose,
the partition 12 is provided with a means for adjusting valves
15a, 15b, 15¢ which comprises a rod 16 that extends along
the entire partition 12 and through at least one of the
openings of the hood 7 such that one end of the rod 16 is
located outside the hood 7. The rod 16 comprises a first pipe
16a which extends between the end of the rod 16 and a flap
of'the first valve 154 such that a rotation of the first pipe 16a
relative to the partition 12 drives a rotation of the flap of the
first valve 154. The adjustment means also comprises a first
lever 17a for positioning the first pipe 16a relative to the
partition 12 which is supported by the end of the rod 16.
Thus, the first lever 17a accessible outside the hood 7 makes
it possible gradually to adjust the opening of the valve.
Likewise, the adjustment means comprises pipes 165, 16¢
and levers 17h, 17¢ respectively connected to the second
valve 155 and to the third valve 15c.

According to a specific aspect of the invention, the
partition 12 comprises a guard 24 extending along the edges
thereof and tilted towards the base 10 when the partition 12
is in service position. Said guard 24 acts herein as a steam
seal. Indeed, the guard 24 is shaped such that, when the
partition 12 is in service position, the guard 24 allows drops
of water to flow along the side walls of the hood 7 towards
the base 10 but prevents the water steam from leaking out of
the main chamber 11 towards the top of the hood 7.

This makes it easier to control the prevailing temperature
in the main chamber 11 while still allowing the water to flow
towards the base 10.

Moreover, if drops of water formed on the top of the hood
7 still fall without flowing along the side walls of the hood
7, the dome 13 makes it possible to prevent said drops from
falling directly on the surfaces of the partition 12 or on the
valves 15a, 155, 15¢. In addition, the rounded shape of the
dome 13 promotes the flow of said drops, or of drops that
form directly on the dome 13, towards the guard 24 which
in turn promotes the flow of the drops towards the base 10
along the side walls of the hood 7.
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In reference to FIG. 3, according to a specific embodi-
ment, the base 10 comprises two symmetrical gutters 18
each extending on either side of the conveyor 2 and along
the conveyor 2, the gutters 18 each comprising an opening
19 (only one of which is depicted here) connected to at least
one outlet channel.

Since the steam tends to condense on the supports, which
are often cold, the water from the heat-shrinking process is
therefore advantageously discharged via the gutters 18. The
gutters 18 herein slope towards the associated opening in
order to facilitate the flow of the water.

The gutters 18 are preferably shaped such as also to
receive the drops of water that flowed along the side walls
of'the hood 7 in order to promote the drainage of water from
the enclosure.

In reference to FIG. 2, the enclosure herein comprises a
first secondary chamber 20 and a second secondary chamber
21, the secondary chambers flanking the main chamber 11
and being each provided with a means (not depicted here)
for sucking in the steam in the secondary chambers.

The hood 7 herein includes a first inner wall 22 and a
second inner wall 23 which define, with the outer side
surfaces of the hood 7 and with the base 10, the secondary
chambers when the hood is in operational position. The first
inner wall 22 and a second inner wall 23 also define the main
chamber 11 with the base 10 and the partition 12. The
partition 12 therefore moves only in the main chamber 11
such that the volume of the secondary chambers remains
unchanged despite a movement of said partition 12.

Evidently, the enclosure of the invention is not restricted
to the described embodiment, and variations can be made to
same.

In particular, although the hood in the depicted example
is moved according to a vertical translation movement, the
hood can generally be mounted mobile between the open
position and the operational position according to a move-
ment other than that described, such as, for example, by
rotation.

The inner partition can be mounted mobile between the
service position and the retracted position according to a
movement other than that described, such as, for example, a
rotation. Although herein the inner partition drives a move-
ment of the hood, it is possible to make the hood drive a
movement of the inner partition instead.

Likewise, although herein the partition comprises three
valves for extracting steam, the partition may not comprise
any valves or comprise a different number of valves. The
valve or valves can all be adjusted at the same time.

Now that the enclosure 1 has been described in detail, a
description will be provided of the means for heating by
water steam 100.

In reference to FIGS. 2, 4 and 5, the means for heating by
water steam 100 are herein supported by the base 10. Thus,
access to the means for heating by water steam 100 is made
even easier when the hood 7 is in open position.

The means for heating by steam 100 herein comprises a
means for diffusing steam and a quick-connection means
which is capable of sealingly engaging with a first steam-
intake opening 101a and a second steam-intake opening
10154, the two steam-intake openings being arranged in the
enclosure such as to be placed on either side of the conveyor
2.

Preferably, the means for heating by water steam 100
forms a single unit removably mounted on the base 10.

Thus, it is very easy to change the means for heating by
water steam 100 simply by removing and raising the single
unit. The facility according to the invention is therefore
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particularly modular. Moreover, when changing the supports
to be carried through the enclosure 1, it is easy to replace the
means for heating by water steam 100 in the enclosure 1
with another means for heating by water steam 100, also
forming a modular unit mounted on the base of the enclo-
sure, better suited for heat-shrinking sleeves onto the new
supports.

Quick-connection means is obviously understood to relate
to a means that makes it possible directly to remove the
single unit from the base 10 simply by raising the single unit,
such as a means for connection by snap-fitting or else a
means requiring one or more very straightforward removal
steps involving a standard tool, such as a screwdriver, before
being able to raise the single unit.

According to a specific embodiment, the means for heat-
ing by steam 100 comprises a framework 102 which sup-
ports the quick-connection means and the steam-diffusion
means. Thus, the framework 102 comprises two side rails
103 each extending along a different side of the conveyor 2
and three arches 104 each secured to each side rail 103 such
that the arches 104 extend over the conveyor 2. The arches
104 are arranged herein at regular intervals on the side rails
103. Each arch 104 herein comprises two uprights 1054
which extend, parallel to one another, perpendicular to the
base 10 when the framework 102 is mounted on the base 10.
One end of each upright 1054 is connected to one of the side
rails and the other end is free. Each arch 104 also comprises
a cross rail 1056 connecting the free ends of the two uprights
105a.

According to a specific aspect of the invention, the cross
rails 1055 of the arches 104 form the abutment against which
the partition comes to a halt and which defines the service
position of the partition 12.

The steam-diffusion means herein is only attached to the
base 10 by the quick-connection means.

For this purpose, as can be seen more clearly in FIG. 3,
the base 10 herein comprises holding feet 106 which are
placed on either side of the conveyor 2. The holding feet 106
hold the side rails 103 of the framework 102 when the latter
is mounted on the base 10. The framework 102 is therefore
only attached to the base 10 by the connection means, and
the holding feet 106 help stabilise the framework 102 on the
base 10. The holding feet 106 herein are arranged at regular
intervals on the base 10. The holding feet 106 herein are
arranged in the gutters 18.

According to a specific embodiment, the steam-diffusion
means comprises a first series of diffusers which are secured
to the framework 102 such that said diffusers extend sub-
stantially along a first side of the conveyor 2 and a second
series of diffusers which are secured to the framework 102
such that said diffusers extend substantially along a second
side of the conveyor 2 opposite the first side.

The diffusers therefore extend along the conveyor 2
substantially along the entire length of the conveyor 2 and on
either side of the conveyor 2, which makes it possible to
diffuse the steam on the sleeves along the entire length over
which the supports are carried through the enclosure 1. The
heating of the sleeves is therefore regular and thus better
controlled.

According to a specific embodiment, the framework 102
comprises two elements including a means for provisionally
securing said elements together, the first element supporting
the first series of diffusers and the second element supporting
the second series of diffusers.

Thus, the framework 102 can be removed from the base
10 as a unit and then separated into the two elements thereof.
It is therefore possible only to modity a part of the diffusers
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by securing, for example, the first element with a new
second element supporting another series of diffusers. The
facility according to the invention is therefore particularly
modular. Moreover, when changing the supports to be
carried through the enclosure 1, it is easy to replace the
diffusers of a single series with other diffusers that are better
suited to heat-shrinking the sleeves onto the new supports.
It is therefore easy to perform asymmetrical heat-shrinking
for containers that comprise different surfaces by judiciously
selecting the first element and the second element.

According to a specific embodiment, the various diffusers
are secured in a removable and adjustable manner to the
framework 102.

Thus, it is very easy to change or adjust all or part of the
diffusers. It is therefore not necessary to change the means
for heating by steam 100 systematically, only certain dif-
fusers, for example when only certain diffusers are faulty.
The facility according to the invention is therefore even
more modular. Moreover, when changing the supports to be
carried through the enclosure 1, it is possible and easy to
replace all or part of the diffusers in the enclosure 1 with
other diffusers and/or to position all or part of the diffusers
differently in order for the diffusers to be as closely suited as
possible to the heat-shrinking of sleeves onto the new
supports.

Here, each arch 104 supports, on one of the uprights 105a,
a diffuser of the first series and, on the other upright 1054,
a diffuser of the second series.

According to a specific embodiment, each arch 104 is
substantially arranged on the framework 102 such as to be
positioned under one of the three valves 15 for extracting
steam from the main chamber 11. Said valves 15 are
therefore vertically adjacent to the diffusers and thus are
particularly well arranged for extracting the steam since the
concentration of steam is greater at the diffusers.

Here, each diffuser is secured to the associated arch 104
such as to be movable along the associated upright 1054.
The diffuser can therefore be positioned at different heights
in the enclosure 1.

Each diffuser herein is also secured to the associated arch
104 such as to be movable about an axis of rotation that is
substantially parallel to the associated cross rail 1055. The
diffuser can therefore be positioned differently relative to the
supports carried by the conveyor 2 while remaining
extended along the conveyor 2.

According to a specific embodiment, each diffuser com-
prises a manifold 110 pierced with openings for diffusing
steam and a pipe for carrying steam (not shown here)
connected by one end to the manifold 110 and by the other
end to the quick-connection means.

Thus, the manifold 110 has a shape that is particularly
suited for extending along the conveyor 2 such that the
steam-diffusion openings substantially form a line for con-
tinuously diffusing steam onto the sleeves along the length
over which the supports are carried through the enclosure 1.
The heating of the sleeves is therefore extremely regular and
thus better controlled.

The manifold 110 and the carrying pipe are, for example,
made of a composite or plastic material.

Thus, the manifolds 110 and the carrying pipes are very
light, which makes it possible to provide a lightweight single
unit. Moreover, in the prior art, the diffusers are made of
metal. And yet, if the metal is not of high quality, it tends to
rust, which can cause complete or partial obstruction of the
diffusion openings and pollution of the steam that passes
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through said openings. The manifolds and the carrying pipes
of the invention make it possible to overcome said draw-
backs.

Here, each manifold 110 is secured to the arch 104
connected substantially at the centre of the manifold 110.
According to a specific embodiment, each manifold 110 is
secured to the arch 104 by a link enabling the adjustable
positioning of same.

According to another aspect of the invention, the connec-
tion means comprises a first distribution housing 111 con-
nected to the first steam-intake opening 101a and a second
distribution housing 112 connected to the second steam-
intake opening 1015. The manifolds 110 of the first series are
all connected to the first steam-intake opening 101a via the
first housing 111 and the manifolds of the second series are
all connected to the second steam-intake opening 1015 via
the other one of the housings 112.

Here, the manifolds 110 of the first series are all con-
nected independently from one another to the first housing
111, the first housing 111 enabling independent adjustment
of the flow rate of steam supplied to each manifold 110.
Similarly, the manifolds 110 of the second series are all
connected independently from one another to the second
housing 112, the second housing 112 enabling independent
adjustment of a flow rate of steam supplied to each manifold
110.

For this purpose, the first housing 111 and the second
housing 112 each comprise a means for adjusting the respec-
tive flow rates supplied to each manifold 110.

The adjustment means herein comprises screw-needle
assemblies each associated with one of the steam-distribu-
tion openings 120 of the housing to which one of the
manifolds 110 is connected, each needle having a rounded
profile and being movable by the associated screw in order
to obstruct all or part of the associated distribution opening
120.

The screw-needle assemblies enable very fine adjustment
of the flow rate of the steam distributed to each manifold
110. By comparison, in the prior art, adjustment is carried
out by means of a flap which can only be open or closed.

Thus, it is very easy to adjust the flow rate supplied to
each manifold 110 independently. Furthermore, when
changing the supports to be carried through the enclosure 1,
it is possible and easy to modify the flow rate of the steam
supplied to all or part of the manifolds 110.

Ultimately, the facility according to the invention offers
many opportunities for adjustment and complete or partial
changing of the steam-diffusion means, which makes it
possible to provide very fine adjustment of the diffusion of
steam in the enclosure according to the type of support
and/or sleeves carried.

The steam-diffusion means described is particularly light
and compact. It is therefore possible to manufacture heat-
diffusion means weighing no more than around ten kilo-
grams.

In general terms, the facility will preferably be arranged
such that the diffusers are distributed symmetrically on
either side of the conveyor and in a regular fashion in the
main chamber in order for the steam diffusion to be as
uniform as possible in the main chamber.

Evidently, the steam-diffusion means described herein is
non-exhaustive and subject to variation.

In particular, the diffusion means can comprise a different
number of diffusers. The diffusers may not comprise mani-
folds, but rather distribution nozzles. The diffusers can also
be merely attached, without being adjustable and/or without
being removable from the framework. Although it has been
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described herein that the diffusers are arranged on the
framework on the uprights of the arches, the diffusers might
be secured to the cross rails of the arches. In this case, said
cross rails should be prevented from forming the abutment
that defines the service position of the partition.

The framework might also comprise a different number of
arches. The arches can have a shape other than that
described, for example the arches might be circular.

The framework may not be separable into two separate
elements and might instead form a single unit. If the
framework can be separated into two separate elements, the
framework might also be separable directly on the base in
addition to being separable once removed from the base.

The means for heating by steam may not form a single
unit mounted on the base and instead be secured to the base
or to another portion of the enclosure.

Now that the means for heating by steam 100 has been
described in detail, a description will finally be provided of
the means for generating water steam 200.

In reference to FIGS. 1 and 7, the means for generating
steam 200 herein comprises a steam-carrying channel 201
which is connected to a boiler (not depicted here). The
steam-generation means 200 herein also comprises a drain-
age channel 202.

According to a specific embodiment, the steam-carrying
channel 201 and the drainage channel 202 both extend
vertical to the facility and along the facility, the remaining
generation means being arranged in the frame 6.

The steam-generation means thus takes up little space and
does not disturb an operator located in the proximity of the
base 10, which further reduces the size of the facility
compared with a facility of the prior art.

The steam-generation means herein comprises a gas/
liquid separator 203 which is connected to the steam-
carrying channel 201 and which is arranged upstream from
the steam-intake openings 101a, 1015. A drainage channel
204 is connected between the gas/liquid separator 203 and
the drainage channel 202 for evacuating the water from
drying the steam.

Thus, the gas/liquid separator 203 makes it possible to dry
the steam from the steam-carrying channel 203 and thus to
improve the quality thereof. It should be noted that to ensure
correct shrinking of the sleeve made of heat-shrinking
material, the steam must be dry and must, in particular, have
a temperature of the order of 100° to 130° at the area in
contact with the sleeves.

According to a specific embodiment, the steam-genera-
tion means comprises an adjustable-opening valve 205
which is connected to the gas/liquid separator 203.

According to another aspect of the invention, the steam-
generation means also comprises a means for overheating
the steam before carrying same to the means for heating by
steam 100, the overheating means herein being arranged
between the valve 205 and the steam-intake openings 101a,
1015. The overheating means herein includes an overheating
channel comprising an inner pipe 210 through which the
steam flows and an outer pipe 211 concentric to the inner
pipe 210 and covering the inner pipe 210.

Thus, the steam is reheated immediately before entering
the enclosure 1, which makes it easier to manage the
temperature distributed to the enclosure 1.

The overheating means, the gas/liquid separator 203 and
the valve 205 thus make is possible to improve the quality
of the steam received from the boiler before distributing
same to the enclosure 1.

According to one aspect of the invention, the steam-
generation means 200 comprises an adjustment means suit-
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able for controlling the steam-generation means according to
at least one measurement of the temperature prevailing in
the enclosure 1 such as to make the measured temperature
tend towards a given set temperature.

Indeed, it should be noted that the heating of a sleeve must
be especially accurate in order for the sleeve to shrink
correctly onto the support. By controlling the temperature
directly inside the enclosure and not in the boiler, as in the
prior art, the heating is regulated according to a measure-
ment of temperature that is considerably more representative
of'the heating to which the sleeves are actually exposed, thus
improving the heat-shrinking of the sleeves onto the sup-
ports.

Here, the adjustment means comprises a temperature
sensor 212, as can be seen more clearly in FIG. 2, mounted
in the enclosure 1 and capable of measuring a prevailing
temperature in a predetermined area of the enclosure 1.

Preferably, the predetermined area is immediately next to
a path of the steam coming out of the heating means.

Thus, the temperature measurement will be taken by the
sensor 212 as close as possible to one of the areas for
diffusing steam to the supports in order to obtain information
that is as representative as possible of the heating to which
the sleeves are actually exposed.

According to a specific embodiment, the sensor 212 is
arranged such as to obtain information on the temperature of
a jet of steam coming out of one of the diffusion openings
of one of the manifolds 110. The sensor 212 herein is
arranged along the upright 105a of one of the arches 104
above the associated manifold 110.

According to a specific embodiment, the predetermined
area is next to the steam-diffusion area of the enclosure 1 for
which the heat-shrinking of the sleeve is the most delicate,
for example because of a specific shape of the support
associated with the sleeve.

According to a specific embodiment of the invention, the
sensor 212 can move inside the enclosure 1 such as to be
capable of measuring a temperature prevailing in at least two
different predetermined areas of the enclosure 1. The sensor
212 is, for example, removably secured to the enclosure 1.
Thus, when seeking to measure the temperature in another
area of the enclosure 1, an operator might remove the sensor
212 from one area in order to secure the enclosure 1 to
another desired area.

It is therefore possible to adjust the steam-generation
means according to a temperature reading that can be
adapted, for example if a new type of support is travelling
over the conveyor. The heating of the enclosure is therefore
particularly well controlled, guaranteeing high-quality heat-
shrinking of the sleeves onto the supports.

According to a specific embodiment, the steam-genera-
tion means 200 controls the valve 205 according to the
reading of the temperature prevailing in the enclosure 1 by
the sensor 212 in order to adjust the temperature inside the
enclosure 1.

The temperature in the enclosure 1 is thus adjusted by
controlling the flow rate of the steam supplied to the
enclosure. The valve 205 therefore makes it possible to
participate in adjusting the temperature inside the enclosure.

Evidently, the described steam-generation means is non-
exhaustive and subject to variation.

The steam-generation means may not include an over-
heating means or a gas/liquid separator means or even an
adjustable-opening valve.

The steam-adjustment means might comprise other tem-
perature sensor arrangements for measuring a temperature
inside the enclosure. For example, the adjustment means

20

25

30

35

40

45

50

55

12

might comprise a different number of sensors. A sensor
might be movable automatically in the enclosure, not manu-
ally. For this purpose, the adjustment means might comprise
a means for moving the sensor from one area to another
when in service. The enclosure might then remain closed
even when seeking to measure the temperature in another
area of the enclosure. The adjustment means can comprise a
plurality of temperature sensors mounted in the enclosure
and capable of each measuring a temperature prevailing in
a different predetermined area of the enclosure, the adjust-
ment means comprising a means for selecting only one of
the temperatures measured by the sensors in order to control
the steam-generation means. Thus, the sensors do not need
to be moved manually or automatically in order to measure
a temperature of the enclosure in another area of the enclo-
sure, instead merely selecting another sensor. Moreover, the
enclosure might remain closed even when seeking to mea-
sure the temperature in another area of the enclosure. At
least one of said sensors might also be moved inside the
enclosure such as to be capable of measuring a temperature
prevailing in at least two different predetermined areas of the
enclosure.

Although the sensor herein is arranged on a arch of the
framework, the sensor might be arranged differently in the
enclosure, for example arranged on the inner partition.

Regardless of the arrangement of the sensor or sensors,
the predetermined area or areas will be preferably be imme-
diately next to a path of the steam coming out of the heating
means.

The adjustment means might control the steam-generation
means according to information other than the temperature
in the enclosure, such as, for example, according to infor-
mation concerning the pressure or temperature at the steam-
intake openings or even according to a measurement of the
pressure in the boiler.

Although it has been described that the facility only
comprises a single conveyor, the facility might comprise two
conveyors for carrying two different or identical types of
supports through two different enclosures. According to a
specific embodiment, in reference to FIG. 8, the steam-
generation means 300 therefore only comprises a single
drainage channel 301 and a single steam-carrying channel
302, thus reducing the size of the facility. At the output of the
gas/liquid separator 303, a transfer pipe 304 carries the dried
steam to a second adjustable-opening valve 305 which is
connected to an overheating means in turn connected to
steam-intake openings leading into the second enclosure, the
second valve allowing the temperature in the second enclo-
sure to be adjusted according to a temperature measurement
taken in the second enclosure.

Although herein the valves for extracting steam from the
inner partition are controlled manually, said extraction
valves might also be controlled, for example controlled by
the adjustment means.

The facility might also comprise a means for recycling the
water discharged via the gutters of the base. The water
might, for example, be discharged via the drainage channel
of the steam-generation means.

The steam-generation means might comprise a different
number of steam-intake openings.

The enclosure, the means for heating by steam and the
steam-generation means have thus been described in detail.
As can be observed, the facility according to the invention
is extremely modular and offers an operator many possibili-
ties for adjustment according to the heating and heat-
shrinking that the operator would like to achieve. Moreover,
the facility is small and takes up little space on the ground.
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In addition, the facility enables very easy servicing of the
inside of the enclosure thanks to the mobility of the hood.
Furthermore, the facility enables the steam consumption of
the means for heating by steam to be considerably reduced
thanks to the options for adjusting the diffusers and the
means for heating by steam in general, as well as to the inner
partition of the hood.

Thus, the invention allows a plurality of variations. Evi-
dently, the enclosure, the heating means and the steam-
generation means are three different aspects of the facility
according to the invention. It is obviously possible only to
implement the enclosure of the invention without imple-
menting the other two aspects.

Thus, although the heat-diffusion means herein is a means
for heating by steam, another type of heat-diffusion might be
used that also comprises a means for quick connection to a
heat-generation means leading into the enclosure. Such an
electric heating means includes, for example, infrared ele-
ments attached to side walls of the enclosure and/or of the
hood such as to extend on either side of the conveyor, the
infrared elements being connected to a source of electric
current.

While the present invention has been illustrated and
described with respect to a particular embodiment thereof, it
should be appreciated by those of ordinary skill in the art
that various modifications to this invention may be made
without departing from the spirit and scope of the present.

What is claimed is:

1. A facility for heat-shrinking sleeves made of a heat-
shrinkable material inserted onto supports, such as contain-
ers, comprising:

an enclosure provided with a heat-diffusion means,

at least one conveyor for carrying the supports through the

enclosure between an intake of the enclosure and an
output of the enclosure,

the enclosure including a base and a hood which is

mounted mobile between an open position allowing
access to the conveyor and an operational position in
which it is securely mounted on the base, the hood
comprising two openings through which the conveyor
extends when the hood is in operational position, the
facility being characterised in that the hood comprises
an inner partition mounted mobile between a retracted
position and a service position in which the partition
defines with side walls of the hood and the base a main
chamber of the enclosure subjected to the action of the
heat-diffusion means when the hood is in operational
position.

2. The facility according to claim 1, in which the service
position of the partition is defined by the abutment of the
partition against the heat-diffusion means.

3. The facility according to claim 1, in which the facility
comprises a means for moving the hood between the opera-
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tional position and the open position which directly engages
with the partition such that when the partition is moved from
the service position to the retracted position, the partition is
in abutment against the hood and drives the hood from the
operational position to the open position.

4. The facility according to claim 1, in which the heat-
diffusion means is a means for heating by water steam.

5. The facility according to claim 4, in which the partition
is provided with at least one adjustable-opening valve for
sucking the gases in the main chamber through the partition.

6. The facility according to claim 4, in which the partition
comprises a steam seal extending along the edges thereof.

7. The facility according to claim 6, in which the steam
seal is a guard tilted towards the base when the partition is
in service position.

8. The facility according to claim 4, in which the side
walls of the hood are linked by a top of the hood which has
a rounded shape such that condensation drops forming on
the top of the hood can flow along said side walls towards
the base when the hood is in operational position.

9. The facility according to claim 8, in which the partition
comprises a guard extending along the edges of the partition
and tilted towards the base when the partition is in service
position and comprises a dome on a first surface of the
partition opposite that defining the main chamber, the dome
having a shape that complements the top of the hood such
that drops of condensation formed on the dome can flow
towards the guard.

10. The facility according to claim 4, in which the base
comprises at least one gutter extending along the conveyor,
the gutter including at least one opening connected to an
outlet channel.

11. The facility according to claim 1, in which the
heat-diffusion means is supported by the base.

12. The facility according to claim 1, in which the hood
is mounted translatably mobile between the open position
and the operational position.

13. The facility according to claim 1, comprising a
heat-generation means connected to the heat-diffusion
means and a frame supporting the base, in which said
heat-generation means is at least partially arranged, the
facility also comprising a dryer for drying a return arm of the
conveyor by hot air, said dryer being connected to an
air-extraction means in the frame.

14. The facility according to claim 1, in which the
heat-diffusion means is a means for heating by water steam,
the enclosure including a main chamber in which the heat-
diffusion means is arranged and two secondary chambers
flanking the main chamber, each provided with a means for
sucking in the gases in the secondary chambers.

#* #* #* #* #*



